
Note:
It may be easier to insert the poly tubing into the fertitube before 
attaching to the frame. 

•	 Route the poly tubing from the fertilizer source following the 
seed tube wiring to the left side of the seed tube, passing it 
through the depth control lever just above the bottom pivot 
point, continuing down through the hole in the closing wheel 
mounting bracket rearward to the Fertitubes. 

•	 Attach the Fertitubes to the closing wheel frame with the 
hardware provided. 

•	 Insert the poly tubing into the Fertitube and allow (1-2”) of 
poly tubing to extend from the end of the tube. This length is 
left up to the operator, (1-2”) is a good starting point. 

•	 Pull most of the slack out of the poly tubing and using cable 
ties secure the poly tubing to the planter. 

•	 Cut the tubing to length and attach to the fertilizer source. The 
operator can lightly bend the Fertitubes to change the location 
of the fertilizer band. 

•	 Check connections for leaks as you routinely inspect the 
planter.

Fertitube Mounting Instructions for Kinze Planters

Most planter distributing systems use 3/8” ID poly 
tubing. HR Mfg. Co. recommends converting from
the 3/8 ID tubing to the 1/4” OD poly tubing on the 
planter frame. Then use the ¼” OD poly tubing to
deliver the fertilizer from the frame to the Fertitubes. 
This will keep the connections visible on the
frame and eliminate the possibility of leaking 
connections within the row unit.

HR Manufacturing Co.
2004 M Ave. Pender, NE  68047.

Phone/Fax (402) 385-2114
www.hrmfg.net




